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1.3 Comparisons With Similar Facility Designs 

A comparison of the major AP1000 design features and nominal parameters with the certified 
AP600 and a typical two-loop Westinghouse plant is provided in Table 1.3-1. The values provided 
for AP1000 are nominal and provided for comparison. Design parameter values for design 
certification are delineated in the sections referenced. The values provided in Table 1.3-1 for the 
reference AP600 and two-loop plants are typical. The two-loop plant parameters are represented 
by Waterford Unit 3. 
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Table 1.3-1 (Sheet 1 of 6) 

AP1000 PLANT COMPARISON WITH SIMILAR FACILITIES 

Systems – Components DCD AP1000 AP600 Reference 2 Loop 

Plant design objective 1.2 60 yrs 60 yrs 40 yrs 

NSSS power 4.0 3,415 MWt 1,940 MWt 3,410 MWt 

Core power 4.0 3,400 MWt 1,933 MWt 3,390 MWt 

Net electrical output 1.2 1,000 MWe 600 MWe 1,075 MWe 

Reactor operating pressure 5.1 2,250 psia 2,250 psia 2,250 psia 

Hot leg temp 5.1 610°F 600°F 611°F (Cycle 1) 
603°F (current) 

Steam Generator Design  
pressure 

5.4 1200 psia 1200 psia 1100 psia 

Main feedwater temp 10.3 440°F 435°F 445°F 

Core 4.0    

Number fuel assem.  157 145 217 

Active fuel length  168 in 144 in 150 in 

Fuel assembly array  17 x 17 17 x 17 16 x 16 

Fuel rod OD  0.374 in 0.374 in 0.382 in 

Number control assem.  53  45 83 

  – Absorber material  Ag-In-Cd Ag-In-Cd B4C/Ag-In-Cd 

Number gray rod assem.  16 16 8 (part length) 

  – Absorber material  SS-304/Ag-In-Cd SS-304/Ag-In-Cd Inconel 625/ B4C 

Avg linear power  5.707 kW/ft 4.10 kW/ft 5.34 kW/ft 

Heat flux hot channel factor, FQ  2.60 2.60 2.35 
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Table 1.3-1 (Sheet 2 of 6) 

AP1000 PLANT COMPARISON WITH SIMILAR FACILITIES 

Systems – Components DCD AP1000 AP600 Reference 2 Loop 

Reactor Vessel 5.3    

Vessel ID  159 in 157 in 172 in 

Construction  forged rings forged rings welded plate 

Number hot leg nozzles  2 2 2 

   – ID  31.0 in 31.0 in 42 in 

Number cold leg nozzles  4 4 4 

   – ID  22.0 in 22.0 in 30 in 

Number safety injection  
nozzles 

 2 2 0 

Steam Generators 5.4.2    

Type  Vertical U-tube 
Recirc. design 

Vertical U-tube 
Recirc. design 

Vertical U-tube 
Recirc. design 

Model  Delta-125 Delta-75 – 

Number  2 2 2 

Heat transfer area/SG  123,538 ft2 75,180 ft2 
103,574 ft2 

Number tubes/SG  10,025 6,307 9,300 

Tube material  I 690 TT I 690 TT I 600 TT 

Separate startup feedwater  
nozzle 

 Yes Yes No 

Reactor Coolant Pumps 5.4.1    

Type  sealless canned shaft seal 

Number  4 4 4 

Rated HP  7,300 hp/pump ≤3,500 hp/pump 9,700 hp/pump 

Estimated flow/loop  150,000 gpm 102,000 gpm 198,000 gpm 
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Table 1.3-1 (Sheet 3 of 6) 

AP1000 PLANT COMPARISON WITH SIMILAR FACILITIES 

Systems – Components DCD AP1000 AP600 Reference 2 Loop 

Pressurizer 5.4.5    

Total volume  2,100 ft3 1,600 ft3 1,500 ft3 

Volume/MWt  0.618 ft3/MWt 0.825 ft3/MWt 0.440 ft3/MWt 

Safety valves #/size  2 – 6"x8" 2 – 6"x6" 3 – 6" 

PORV #/size  no no no 

PRT volume  no no 2,400 ft3 

Auto depressurization  yes yes no 

Turbine Island 10.2    

Turbine – # HP cylinder  1 1 1 

# LP cylinders  3 2 3 

Max blade length  52 in 47 in 40 in 

Number reheat stages  2 1 1 

Feedwater heating stages     

  – # LP stages  4 4 5 

  – # HP stages  2 2 1 

Deaerator  yes yes no 

Main feedwater pumps  3 motor driven 2 motor driven 2 turbine driven 

Condensate pumps  3 3 3 

Condenser tube material  Ti Ti SS 

Condensate polishing  0–33% 33% 0–100% 
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Table 1.3-1 (Sheet 4 of 6) 

AP1000 PLANT COMPARISON WITH SIMILAR FACILITIES 

Systems – Components DCD AP1000 AP600 Reference 2 Loop 

Containment 6.2    

Type  Steel Steel Steel 

Inside dia.  130 ft 130 ft 140 ft 

Volume  2.06 E+06 ft3 1.76 E+06 ft3
 2.677 E+06 ft3

 

Volume/MWt  606 ft3/MWt 910 ft3/MWt 785 ft3/MWt 

Post accident cooling  Air and water on 
outside of steel 
containment vessel 

Air and water on 
outside of steel 
containment vessel 

Component cooling 
water cooled fan 
coolers 

Safety Injection 6.3    

Accumulator – #/volume  2/2,000 ft3 2/2,000 ft3
 4/2,250 ft3 

Core makeup tank – #/volume  2/2,500 ft3 2/2,000 ft3 no 

High head pumps – #  none none 3 

   – runout flow  – – 380 gpm 

   – shutoff head  – – 1,365 psi 

Low head pumps – #  none none See RHR pumps 

Refuel water storage tank – #  1 1 1 

   – location  in containment in containment ex-containment 

   – volume  590,000 gal 530,000 gal 475,000 gal 

Boron inject tank #/vol  no no 1/630 gal (batching) 
2/11,800 gal (makeup)

Normal Residual Heat  
Removal (NRHR) 

5.4.7    

Design pressure  900 psig 900 psig 650 psig 

Normal RHR pumps –  
#/design flow 

 2/1,000 gpm per 
pump 

2/1,000 gpm per 
pump 

2/4,050 gpm per  
pump 
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Table 1.3-1 (Sheet 5 of 6) 

AP1000 PLANT COMPARISON WITH SIMILAR FACILITIES 

Systems – Components DCD AP1000 AP600 Reference 2 Loop 

Cooling Water Systems 9.2    

Safety-related  no no yes 

Component cooling water pumps  2 2 3 

Service water pumps  2 2 none 

Heat sink  Separate mechanical 
draft cooling towers 

Separate mechanical 
draft cooling towers 

Separate mechanical 
draft cooling towers 

Startup/Auxiliary Feedwater 10.4    

Motor pumps – #/flow per 
pump/safety-related 

 2/520 gpm/no 2/380 gpm/no 2/350 gpm/yes 
1/900 gpm/no 

Turbine pumps – #/flow  none/– none/– 1/700 gpm 

Passive RHR HX – #/heat 
removal/safety-related 

 1/60 MW/Yes 1/42 MW/Yes None/–/– 

Chemical and Volume Control 9.3.6    

Purification/Letdown flow     

   – normal  100 gpm 100 gpm 38 gpm 

   – max  100 gpm 100 gpm 126 gpm 

Purification location  IRC IRC ORC 

RCP seal injection/pump  none none 5 – 8 gpm 

Charging pumps  2 @ 100 gpm 2 @ 100 gpm 3 @ 44 gpm 

   – SI use  no no no 

   – safe shutdown use  no no yes 

   – continuous oper.  no no yes 

Boron thermal regeneration  no no no 

Boron recycle evaporator  no no no 
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Table 1.3-1 (Sheet 6 of 6) 

AP1000 PLANT COMPARISON WITH SIMILAR FACILITIES 

Systems – Components DCD AP1000 AP600 Reference 2 Loop 

Instrumentation and Control 7.7    

Type I&C system  digital digital analog 

Type control room  work station work station control boards 

Electrical     

Diesels – # 8.31 2 2 2 

   – safety-related  no no yes 

   – capacity  4,000 kW 4,000 kW 4,400 kW 

1E batteries – total capacity 8.32 28,000 amp-hr 28,000 amp-hr 3 x 2,320 amp-hr  
(@ 8 hour rate) 

 


	Chapter 1 TOC


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (None)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket true
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /UseDeviceIndependentColor
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Preserve
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages false
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /ColorImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages false
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /GrayImageDict <<
    /QFactor 0.76
    /HSamples [2 1 1 2] /VSamples [2 1 1 2]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 15
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages false
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 450
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly true
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e55464e1a65876863768467e5770b548c62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc666e901a554652d965874ef6768467e5770b548c52175370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA (Utilizzare queste impostazioni per creare documenti Adobe PDF adatti per visualizzare e stampare documenti aziendali in modo affidabile. I documenti PDF creati possono essere aperti con Acrobat e Adobe Reader 5.0 e versioni successive.)
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020be44c988b2c8c2a40020bb38c11cb97c0020c548c815c801c73cb85c0020bcf4ace00020c778c1c4d558b2940020b3700020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken waarmee zakelijke documenten betrouwbaar kunnen worden weergegeven en afgedrukt. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents suitable for compliance with 10CFR1, Appendix A.  Created PDF documents can be opened with Adobe Reader 5.0 and later.)
  >>
>> setdistillerparams
<<
  /HWResolution [300 300]
  /PageSize [612.000 792.000]
>> setpagedevice


